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kitchen, it may be a leak from the dishwasher or ice-
maker. From outdoors, it might be the terrain of the
lot, with rain and runoff not moving away from the
house and foundation. Indoors, the humidity may
need to be controlled, or a plumbing leak may be
causing excess moisture in the basement, which
migrates up into the subfloor and from there into the
wood flooring.

Once the source of the moisture is controlled, cup-
ping can usually be cured. The floor may improve on
its own as it dries out over time. Other times, fans
may be needed to speed the drying process. Once the
moisture content has stabilized, the floor can be
reassessed. Choices may be to do nothing at all, to
recoat the floor or to sand and refinish the floor. How-
ever, it should not be sanded until moisture-meter
readings indicate the floor is thoroughly dried.

Crowning is the opposite of cupping: The center of
a board is higher than the edges. Moisture imbalance
is sometimes the cause of crowning if excessive mois-
ture is introduced on the top of the floor, perhaps
from water used in maintenance or plumbing leaks
from an overhead sprinkler system. However, a com-
mon cause is that the floor was previously cupped,
but was sanded at the wrong time — before the mois-
ture content returned to normal and the board flat-
tened on its own. (See illustration on page 19.)

It should be noted that some slight cupping and
crowning may occur naturally, and should be toler-
ated: The bark side of lumber shrinks and swells
more than the side closest to the center of the tree.
Largely seasonal in occurrence, it’s common in
wider planks. Its appearance can be minimized by
using a beveled-edge flooring product with a satin
finish, rather than square-edge flooring with a high
gloss finish. 

Buckled floors
The “buckling” of hardwood floors — when the

flooring literally pulls away from the subfloor, rising
up to several inches in one or more places — is one
of the most extreme reactions to moisture that can
occur. Fortunately, it is not a common occurrence.

Buckling happens most often after a floor is
flooded for a time, but there are numerous other
causes. On nailed floors, insufficient nailing, incor-
rect nails or incorrect subfloor construction are pos-
sibilities. On glue-down floors, the causes range from
the use of incorrect or insufficient mastics to an
inadequate mastic transfer, a subfloor separation or
a subfloor contamination.

In flooded hardwood strip flooring, the swelling
stress is theoretically high enough to push out walls.
However, before that can happen the nails or the
glue holding the flooring to the subfloor will usually
give way, so that the floor bulges upward. 

If buckling floors are caught early, spot repair and
replacement may be possible. Once the standing
water is removed, several boards may be taken up
from the floor so that air can be circulated across
and below the floor more effectively. Once the floor
has dried to a more stable moisture level, repairs can
usually be made.

Some tips on maintenance
The enjoyment of wood flooring depends on some

routine but minimal maintenance details. These
include: 

• Sweep your floors or use a dust mop daily, but
do not use a household dust treatment, as this
may cause your floors to become slick or dull
the finish.

• Vacuum your floor regularly, as often as you
would vacuum carpets. 

• Clean your floor’s coated surface with a lightly
dampened cloth using a recommended cleaning
product, and according to the manufacturer's
directions for use.

• Never damp mop a wood floor. In all cases, use
minimum water, because water causes deterio-
ration of the wood itself, as well as the finish.

• Buy a “floor care kit” that your installer or floor-
ing retailer recommends instead of counting on
a home-made remedy of vinegar and water to
clean your floors. Different finishes have differ-
ent maintenance requirements, and it’s best to
follow professional advice in this area.

• Clean light stains by rubbing with a damp cloth.
• Avoid using mops or cloths that leave excessive

water on the floor. Never let a spill of water dry
on the floor.

• Control humidity levels by use of a dehumidifier
or humidifier. You may need to add portable
units in some rooms.

• Have your floors recoated periodically as the fin-
ish shows wear.

• Do not clean your wood floors with water or
water-based products on a regular schedule.
Clean only when necessary and clean only the
soiled areas.

Never damp mop a wood floor. 
water causes deterio-

ration of the wood itself, as well as the finish.

• Sweep your floors or use a dust mop daily, but
do not use a household dust treatment,

Vacuum your floor regularly, 

Avoid using mops or cloths that leave excessive
water on the floor. Never let a spill of water dry
on the floor.

• Do not clean your wood floors with water or
water-based products on a regular schedule.
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